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TECHNICAL DATA 
 

 

ANTI-VANDALISM VENT CAP 
 

DESCRIPTION 
 

 

The Murphco Anti Vandalism Vent Cap 

is a roof plumbing vent cap made of 

strong aluminum sleeve, spun at the 

Murphco plant; it is designed against 

vandalism, particularly in order to 

prevent clogging the vent pipes on roofs. 

 

The lateral slots around the cap are 

properly venting the plumbing line and its 

water vapour evacuation. 

 

 

 

 

 

 
MATERIAL: 

 

- Circular cap made of spun aluminum 0.064″ (1.62mm) thick. 

 

- Supplied for 5″ (128 mm), 6″ (152 mm), 7″ (178 mm) and 8″ (203 mm) diameter plumbing vents. 

 

- Color: Natural aluminum finish 
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TECHNICAL DATA 
 

 

ANTI-VANDALISM VENT CAP 
 

TYPICAL DETAIL 
 
 

 

Regular aluminum cap 

 
 

Sealed rubber-foam 

band or continuous 

circular caulking joint 

 
Bituminous cement 

Built-up roof 

Anti-vandalism cap 

1.5″ (38mm) 

Continuous sealant fixing 

Spun aluminum 

sleeve 
 

Insulating wool 

Modified bitumen membrane 
 

 

 

 

 

 

 

 

 

 

Plumbing vent 

Diameter 5″ (128 mm), 6″ (152 mm), 

7″ (178 mm) and 8″ (203 mm) Seal around vent pipe at 
vapour-barrier level 

 

 

 

INSTALLATION : 
 

Install the anti-vandalism vent cap of proper diameter on top of the regular vent cap previously sealed and fixed 

to the vent stack. Apply a continuous ribbon of sealing compound on the regular cap before overlapping the 

anti-vandalism cap. Once dried-out the sealant shall seal and retain permanently the cap in place. 
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TECHNICAL DATA 
 

 

ANTI-VANDALISM VENT CAP 
DESIGNED AND MANUFACTURED BY LES PRODUITS MURPHCO LTÉE 

 

 

Technical assistance or further information may be obtained from: 

 

 
 

4955, rue Brock Montréal, Qc, H4E 1B5 

Tél : (514) 937-3275   Fax : (514) 937-6797 

Site web : www.produitsmurphco.com   Courriel : info@produitsmurphco.com 

 

DOCUMENTATION PREPARED WITH THE TECHNICAL COOPERATION OF: 
 

 
 

Englobe 
1200, boul. Saint-Martin Ouest, bureau 400 

Laval (Québec) H7S 2E4 
T 514.281.5173 
F 450.668.5532 

info@englobecorp.com 
 
 

 

NOTICE 
 

The information and specification provided in this document are applicable at time of publication. They are condensed 

from the exact results obtained through real tests and field experience, but may not be construed as implying any absolute 

and final dictate on our part. Les Produits MURPHCO Ltée Reserves the right to modify, without notice, the 

information provided in the present document, as a result of its research and development policy on its products. 
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